
 

 

C-A  MAINTENANCE,  MODIFICATIONS, AND REPAIRS SCHEDULE 
 

SHUTDOWN FOR SEPARATOR CONDITIONING 
 

R. Zaharatos – April 29, 2002 
 

SCHEDULE SUMMARY 
 

1 May 2002 
  

Shutdown Begins(cooldown/AGS Ctrl'd Access LOTO)   0700hrs 
Separator conditioning begins 
 
AGS Ring job specific HP surveys.  Install AGS HEBT area  0800hrs 
Chipmunk if required. 
  
Linac SNS to HEBT(BLIP on)      0830hrs 
 
AGS access for scheduled jobs      0845hrs 
 
SEB Switchyard Access for FES Group     0900-0930 
 
AGS access ends      1000hrs 
Secure AGS Ring  remove HEBT chipmunk and AGS LOTO 
 
Booster/AGS set-up with beam       1200hrs  

  
Machine Areas Access :    

 AGS Controlled Access -   0845-1000hrs 
 Booster No Access  
 SEB  Switchyard    0900-0930  
 Linac  No access 
     

PRIMARY JOBS 
 

JOBS STATUS CODE:   C  complete   IP in-process  RS reschedule  CAN  cancelled 
  
AGS RING 
 
 1. E15 Luminescence Loss Monitor  - remove electronics for modif.(Inst.)(10mins.)  
 2. C20 Loss Monitors - possibly change configuration(Inst.)(15mins) 
 
 AGS EXTERNAL 
 
 1. Westinghouse M/G - clean brushes and inspect rings 
 
SEB SWITCHYARD 
 
 1. Check CP185 water mat. 
 
U LINE - access controls certification 
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